	Technical Data Wireline Coring Drillpipe SK 5 1/2" of BRR
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	(per 22.07.2000 - Wundes)
	
	
	" E "
	 
	" E-mod "

	Tubular
	a)
	Outer diameter, nominal
	OD
	[in]
	5,5 (5 1/2")

	 
	b)
	Outer diameter
	OD
	[mm]
	139,7 - 142,0

	 
	 
	 
	 
	 
	 
	 
	 

	 
	c)
	Inner diameter, nominal
	ID
	[in]
	4,875 (4 7/8")

	 
	d)
	Inner diameter
	ID
	[mm]
	drifted to 123,0

	 
	 
	 
	 
	 
	 
	 
	 

	 
	e)
	Wallthickness, nominal
	t
	[mm]
	8

	 
	f)
	Type steel
	 
	API
	P 110

	 
	g)
	Testpressure, inside
	Pi
	[bar]
	670

	 
	 
	 
	 
	 
	 
	 
	 

	Tooljoint
	h)
	Outer diameter, nominal
	OD
	[in]
	6 1/4
	 
	6 3/8

	 
	i)
	Outer diameter
	OD
	[mm]
	152,4
	 
	162,0

	 
	 
	 
	 
	 
	 
	 
	 

	 
	k)
	Inner diameter
	ID
	[mm]
	123,5

	 
	 
	 
	 
	 
	 
	 
	 

	 
	l)
	Wallthickness, nominal
	t
	[mm]
	14,45
	 
	19,25

	 
	m)
	Type steel
	 -
	API
	SAE 4145 H mod

	 
	n)
	Hardfacing, flush OD
	 -
	 -
	yes

	 
	o)
	EU-length box + pin
	LBP
	[mm]
	385
	 
	485

	 
	 
	 
	 
	 
	 
	 
	 

	Drillpipe
	p)
	Length (mean overall)
	L
	[mm]
	8600 - 9550
	 
	9030

	 
	q)
	Weight in air
	G
	[kg/m]
	27,5
	 
	30,0

	 
	r)
	Contents
	Vol1
	[l/m]
	12,0

	 
	s)
	Displacement, open pipe
	Vol2
	[l/m]
	3,5
	 
	3,8

	 
	t)
	Inside WP
	Pi
	[bar]
	350 (5000 psi)

	 
	u)
	Tooljoint tension, min. yield strength
	Fzmax
	[to]
	190
	 
	310

	 
	v)
	Tooljoint torque, min. yield strength
	Tmax
	[Nm]
	32000
	 
	52000

	 
	 
	 
	 
	 
	 
	 
	 

	 
	w)
	Makeup torque, optimum.
	Tk
	[Nm]
	15000
	 
	25000

	 
	x)
	Dynamic working torque
	Ta
	[Nm]
	80% Tk

	 
	 
	 
	 
	 
	 
	 
	 

	 
	y)
	Dynamic max. DLS (preliminary)
	DLS
	[°/30m]
	4
	 
	6

	
	
	
	
	
	
	
	

	Borehole
	a)
	Minimum = Standard diameter
	 
	[in]
	6 1/4"
	 
	6 3/4"

	 
	 
	 
	 
	 
	 
	 
	 

	Core
	a)
	Standard
	 
	[mm]
	101
	 
	101

	 
	b)
	With plastic liner
	 
	[mm]
	95
	 
	95


